
    WINMARK

BORN TO WIN !

WINMARK is the CHEMICA flex that will bring you quality and satisfaction at the best price.
Its adhesive polyester backing makes it easy to use. Very soft to the touch and with a matt finish, it will have a light finish 

when worn, enhancing all textile supports. Easy to apply, fast, efficient and resistant, it’s a real winner! 

CHEMICA SAS
35 rue de Malacussy , 42000 Saint-Etienne, FRANCE
Tél : +33(0)477 49 20 90    info@chemica.fr   www.chemica.fr

STEP 1 - Perform a test cut 
with the plotter.

STEP 2 - Cut your heat transfer film 
in mirror, use a blade 45° and weed 
the excess material. 

STEP 3 - Apply design on garment. 

STEP 4 - Press at 160°C for 10s and 
remove the polyester backing either 
warm or cold.

STEP 5 - Your design is ready !

COMPOSITION Polyurethan

THICKNESS 70 µm

CARRIER
Adhesive & transparent
polyester

CUTTING Flex blade 45°

CERTIFICATIONS
OEKO-TEX STANDARD 100 
CLASS 1 for white & black

APPLICATIONS Cotton, polycotton, polyester

TEMPERATURE 160°C - 320°F/ 10s

PRESSURE Medium

PEEL Warm or cold

- Nice matte finish.
- Very soft touch and comfortable to wear.
- Quality and made in France.
- Quick application : only 10 seconds.
- Adhesive backing.

- Allow 24 hours after application before first wash.
- Always respect the garment instructions.
- Wash inside out to extend the design’s life.
- Avoid the use of aggressive products.
- Do not bleach.

NOTE : We highly recommend that you perform cutting, 
pressure and application tests before any production.

- Storage life recommendation is up to one year.
- Store the product upright, in a dry place, out of the sun,
between 15°C and 30°C / 59°F and 86°F.

HEAT TRANSFERS FOR TEXTILES

SPECIFICATIONS PRODUCT HIGHLIGHTS

CARE & MAINTENANCE

STORAGE

STEP BY STEP : HOW TO USE YOUR PRODUCT

TECHNICAL DATASHEET

40°C / 104°F

Washing

Reverse side

Ironing Tumble-dry

Yes

Dry-clean

No
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